
►Trip moldboard design through four heavy 
duty adjustable tension springs. 

►Reversible moldboard capable of reversing 
35 degrees either side of bull dose position. 

►Reversing action provided by two 3-1/2” 
diameter bore by 16” stroke cylinders. 

►2 Point level lift chain arrangement or roller 
level lift arrangement available. 

►10 Gauge heavy duty “C” curl moldboard. 
►Moldboard shoes and curb shoes are 

standard items. 
►Oscillator drive bar lugs are on 31” centers. 

►Ram reverse or worm gear reverse option. 
►36” or 45” High moldboard curl. 
►1/2” x 8” C-1085 cutting edge. 
►Cutting edge backer angle punched on 8” 

and 12” centers. 
►Optional carbide moldboard shoes and 

carbide blade. 
►Optional 3/8” rubber deflector. 
►Optional mushroom casters or 10” steel 

wheel caster assemblies.
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Model 
Overall 
Length 

Moldboard 
Height 

Reverse 
Method 

Cutting Edge 
Length 

Moldboard 
Thickness 

RHS120TML36S 120” 36”  120” 10 Gauge 

RHS132TML36S 132” 36” Hydraulic or 132” 10 Gauge 

RHS132TML45S 132” 45” Worm Gear 132” 10 Gauge 

RHS144TML36S 144” 36”  144” 10 Gauge 

RHS144TML45SH 144” 45”  144” 10 Gauge 


